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§590.560

in contact with liquid eggs or exposed
edible products shall be cleaned to
eliminate organic matter and inor-
ganic residues. This may be accom-
plished by any sanitary means but it is
preferable (unless high pressure clean-
ing is used) to flush soiled equipment
with clean cool water, dismantle it
when possible, wash by brushing with
warm water containing a detergent and
followed by rinsing with water. It is es-
sential to have the equipment surfaces
thoroughly clean if effective sanitizing
is to be attained.

(2) Equipment shall be cleaned with
such frequency as is specified else-
where under the sanitary requirements
for the particular kind of operation and
type of equipment involved.

(3) C.I.P. (cleaned-in-place) shall be
considered to be acceptable only if the
methods and procedures used accom-
plish cleaning equivalent to that ob-
tained by thorough manual washing
and sanitizing of dismantled equip-
ment. The Administrator shall deter-
mine the acceptability of C.I.P. clean-
ing procedures and may require bac-
teriological tests and periodic disman-
tling of equipment as a basis for such
determination.

(b) Sanitizing. (1) Sanitizing shall be
accomplished by such methods as ap-
proved by the Administrator.

(i) Chemicals and compounds used for
sanitizing shall have approval by the
Administrator prior to use.

(ii) Sanitizing by use of hypochlorites
or other approved sanitizing solutions
shall be accomplished by subjecting
the equipment surfaces to such sani-
tizing solution containing a maximum
strength of 200 p.p.m. of available chlo-
rine or its equivalent. These solutions
shall be changed whenever the strength
drops to 100 p.p.m. or less of available
chlorine or its equivalent.

(2) Shell eggs which have been sani-
tized and equipment which comes in
contact with edible products shall be
rinsed with clean water after sanitizing
if other than hypochlorites are used as
sanitizing agents unless otherwise ap-
proved by the Administrator.

§590.560 Health and hygiene of per-
sonnel.

(a) Personnel facilities, including toi-
lets, lavatories, lockers, and dressing
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rooms shall be adequate and meet
State and local requirements for food
processing plants.

(b) Toilets and dressing rooms shall
be kept clean and adequately venti-
lated to eliminate odors and kept ade-
quately supplied with soap, towels, and
tissues. Toilet rooms shall be venti-
lated to the outside of the building.

(c) No person affected with any com-
municable disease in a transmissible
stage or a carrier of such disease, or
with boils, sores, infected wounds, or
wearing cloth bandages on hands shall
be permitted to come in contact with
eggs in any form or with equipment
used to process such eggs.

(d) Workers coming into contact with
liquid or dried eggs, containers, or
equipment shall wear clean outer uni-
forms.

(e) Plant personnel handling exposed
edible product shall wash their hands
before beginning work, and upon re-
turning to work after leaving the work
room.

(f) Expectorating, or other unsani-
tary practices, shall not be permitted.

(g) Use of tobacco in any form or the
wearing of jewelry, nail polish, or per-
fumes shall not be permitted in any
area where edible products are exposed.

(h) Hair nets or caps shall be properly
worn by all persons in breaking and
packaging rooms.

§590.570 Pasteurization of liquid eggs.

(a) Pasteurization facilities: The fa-
cilities for pasteurization of egg prod-
ucts shall be adequate and of approved
construction so that all products will
be processed as provided for in this sec-
tion. Pasteurization equipment for liqg-
uid egg product shall include a holding
tube, an automatic flow diversion
valve, thermal controls, and recording
devices to determine compliance for
pasteurization as set forth in para-
graph (b) of this section. The tempera-
ture of the heated liquid egg product
shall be continuously and automati-
cally recorded during the process.

(b) Pasteurizing operations: Every
particle of all products must be rapidly
heated to the required temperature and
held at that temperature for the re-
quired minimum holding time as set
forth in this section. The temperatures
and holding times listed in Table I of
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